
PLEASE READ BEFORE USE

HOW TO USE

You’ll need: Multi-purpose cleaner, water, clean cloths, 1 x LensBoost wipe, disposable gloves

LensBoost works similarly to a clear coat: simply use the applicator pad to ‘paint’ it onto the headlights. 
- Work quickly; product begins to dry once opened.
- Apply in an enclosed indoor space and keep the nearest bay/garage doors closed while applying. 
- If you are not satisfied with the finish of the application, spray multi-purpose cleaner on the headlights and 
use a wet cloth to wipe off the coating within 5 to 10 minutes of applying: then reapply with a new wipe.

Wash headlights thoroughly with a multi-purpose cleaner, then rinse 
with water and wipe dry with a clean towel.
Ensure headlights are completely dry before moving on to step 2.

Put disposable gloves on.
Tear open the pouch, remove the applicator 
pad and hold it between your thumb and 
fingers as shown.

Starting from the top of the first lens, use light but firm even pres-
sure to drag the pad across the headlight from one side to the other, 
making sure to overlap your previous stroke as you work down. 
Use the edge of the pad to gently smooth out any bubbles, ridges or 
missed areas as you apply.

Flip pad over and repeat step 3 for the second headlight.

Note: Do not go back to the first headlight to make touchups 
as it could smudge the coating.

Immediately use a wet cloth to wipe off any excess coating that 
may have got onto the trim or paint of the vehicle.
Allow headlights to dry for ~15 minutes (or until the coating has 
hardened) before exposing treated surface to touch or moisture 
(rain, dew, etc.).
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FREQUENTLY ASKED QUESTIONS / OTHER INFORMATION

Drying/Curing:
Typical drying times range from 10 to 20 min. depending on environmental factors. You can speed this up 
by using a blow dryer (set to cold and held 2 ft. away) or directing a fan (2+ ft.) at the headlights.

Coating Removal:
LensBoost can be wiped off of any surface (including trim and paint) within 5 to 10 min. of application. To 
remove, use a wet cloth to wipe off the coating.

If you are not satisfied with the finish of the application, spray multi-purpose cleaner on the headlights and 
use a wet cloth to wipe off the coating within 5 to 10 min. of applying (or before it has fully dried).

Reapplying LensBoost:
Use a new LensBoost wipe to redo steps 1 to 5.

FOR MORE INFORMATION OR HELP

Email: info@detourauto.com

Phone: (905) 709-0901

www.detourauto.com
Recommended
Watch our How To Use video (2:40):
www.detourauto.com/how-to-use
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